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Stainless Steel Horizontal Multistage Pumps  
APPLICATIONS 

 
FEATURES 

 
SPECIFICATIONS 

 
AVAILABLE ON REQUEST 

 
PUMP IDENTIFICATION CODE

M (Single phase); T (Three phase)

Motor voltage 

Motor power kW x 10
Pump material: I (A304) 
Number of stages
Nominal flow rate in m3/h
Pump model 

Pumps speciality - Standard configuration if empty
Mechanical seal type
Frequency: 5 (50Hz); 6 (60Hz) 
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MATERIAL IN CONTACT WITH THE LIQUID

Pos. PARTS DESCRIPTION MATERIAL

Type AISI DIN / EN



EH 3-5-9-15-20
TABLE OF HYDRAULIC PERFORMANCES AT 50Hz



EH Series 
Technical data and

 Performance curves

EH 3 50Hz

EH 5 50Hz

EH 9 50Hz

EH 15 50Hz

EH 20 50Hz



Pumps model
NUMBER 

OF STAGES

POWER
INPUT

POWER
INTERNAL 

CAPACITOR

RATED CURRENT

Single-phase 
220-240V

50Hz

Three-phase
380-415V

50Hz

Single-phase 
220-240V

50Hz

Three-phase

kW HP kW μF V 220-240V 50Hz 380-415V 50Hz

EH 3/2 EH 3/2T
EH 3/3 EH 3/3T
EH 3/4 EH 3/4T
EH 3/5 EH 3/5T
EH 3/6 EH 3/6T
EH 3/7 EH 3/7T
EH 3/8 EH 3/8T
EH 3/9 EH 3/9T

Technical data 50Hz

Pump model Dimensions Weight (kg)

Single-phase 
220-240V

50Hz

Three-phase 
380-415V

50Hz

A
mm

E
mm

C
mm

D
mm

F
mm

G
mm

DN1 DN2
ØB
mm

H
mm

L1
mm

L2
mm

L3
mm

1~
Single-phase 

3~
Three-phase 

EH 3/2 EH 3/2T
EH 3/3 EH 3/3T
EH 3/4 EH 3/4T
EH 3/5 EH 3/5T
EH 3/6 EH 3/6T
EH 3/7 EH 3/7T
EH 3/8 EH 3/8T
EH 3/9 EH 3/9T

Dimensions and weights
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EH 3
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The hydraulic characteristics are guaranteed, according to ISO standard 9906:2012, grade 3B

Performance curves 50Hz



Technical data 50Hz

Dimensions and weights

EH 5

Pumps model
NUMBER 

OF STAGES

POWER
INPUT

POWER
INTERNAL 

CAPACITOR

RATED CURRENT

Single-phase 
220-240V

50Hz

Three-phase
380-415V

50Hz

Single-phase 
220-240V

50Hz

Three-phase

kW HP kW μF V 220-240V 50Hz 380-415V 50Hz

EH 5/2 EH 5/2T
EH 5/3 EH 5/3T
EH 5/4 EH 5/4T
EH 5/5 EH 5/5T
EH 5/6 EH 5/6T
EH 5/7 EH 5/7T
EH 5/8 EH 5/8T

- EH 5/9T

Pump model Dimensions Dimensions

Single-phase 
220-240V

50Hz

Three-phase
380-415V

50Hz

A
mm

E
mm

C
mm

D
mm

F
mm

G
mm

DN1 DN2
ØB
mm

H
mm

L1
mm

L2
mm

L3
mm

1~
Single-phase 

3~
Three-phase

EH 5/2 EH 5/2T
EH 5/3 EH 5/3T
EH 5/4 EH 5/4T
EH 5/5 EH 5/5T
EH 5/6 EH 5/6T
EH 5/7 EH 5/7T
EH 5/8 EH 5/8T

- EH 5/9T
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EH 5
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Performance curves 50Hz

The hydraulic characteristics are guaranteed, according to ISO standard 9906:2012, grade 3B



Technical data 50Hz

Dimensions and weights
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EH 9

Pumps model
NUMBER 

OF STAGES

POWER
INPUT

POWER
INTERNAL 

CAPACITOR

RATED CURRENT

Single-phase 
220-240V

50Hz

Three-phase
380-415V

50Hz

Single-phase 
220-240V

50Hz

Three-phase

kW HP kW μF V 220-240V 50Hz 380-415V 50Hz

EH 9/2 EH 9/2T
EH 9/3 EH 9/3T
EH 9/4 EH 9/4T

- EH 9/5T
- EH 9/6T
- EH 9/7T
- EH 9/8T

Pumps model Dimensions Weight (kg)

Single-phase 
220-240V

50Hz

Three-phase
380-415V

50Hz

A
mm

E
mm

C
mm

D
mm

F
mm

G
mm

DN1 DN2
ØB
mm

H
mm

L1
mm

L2
mm

L3
mm

1~
Single-phase 

3~
Three-phase

EH 9/2 EH 9/2T
EH 9/3 EH 9/3T
EH 9/4 EH 9/4T

- EH 9/5T
- EH 9/6T
- EH 9/7T
- EH 9/8T



EH 9
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Performance curves 50Hz

The hydraulic characteristics are guaranteed, according to ISO standard 9906:2012, grade 3B



Technical data 50Hz

Dimensions and weights

EH 15

Pumps model
NUMERO DI 

STADI

POTENZA
POTENZA 

ASSORBITA
CONDENSATORE

INTERNO

CORRENTE NOMINALE

Single-phase 
220-240V

50Hz

Three-phase
380-415V

50Hz

Single-phase 
220-240V

50Hz

Three-phase

kW HP kW μF V 220-240V 50Hz 380-415V 50Hz

- EH 15/2T
- EH 15/3T
- EH 15/4T
- EH 15/5T
- EH 15/6T
- EH 15/7T

Pumps model Dimensions Weight (kg)

Single-phase 
220-240V

50Hz

Three-phase
380-415V

50Hz

A
mm

E
mm

F
mm

G
mm

DN1 DN2
ØB
mm

H
mm

H1
mm

L1
mm

L2
mm

L3
mm

M
mm

N
mm

N1
mm

1~
Single-phase

3~
Three-phase

- EH 15/2T
- EH 15/3T
- EH 15/4T
- EH 15/5T
- EH 15/6T
- EH 15/7T
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EH 15
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Performance curves 50Hz

The hydraulic characteristics are guaranteed, according to ISO standard 9906:2012, grade 3B



Technical data 50Hz

Dimensions and weights

EH 20

Pumps model
NUMBER 

OF STAGES

POWER
INPUT

POWER
INTERNAL 

CAPACITOR

RATED CURRENT

Pumps model
220-240V

50Hz

Three-phase
380-415V

50Hz

Single-phase 
220-240V

50Hz

Three-phase

kW HP kW μF V 220-240V 50Hz 380-415V 50Hz

- EH 20/2T
- EH 20/3T
- EH 20/4T
- EH 20/5T

Pumps model Dimensions Weight (kg)

Single-phase 
220-240V

50Hz

Three-phase
380-415V

50Hz

A
mm

E
mm

F
mm

G
mm

DN1 DN2
ØB
mm

H
mm

H1
mm

L1
mm

L2
mm

L3
mm

M
mm

N
mm

N1
mm

1~
Single-phase 

3~
Three-phase

- EH 20/2T
- EH 20/3T
- EH 20/4T
- EH 20/5T
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EH 20

0 20 40 60 80 100 120 140

0 100 200 300 400 500

0
4
8

12
16
20

24

ft

0
0 4 8 12 16 20 24 3228

0 100 200 300 400 500

0 4 8 12 16 20 24 3228

0 4 8 12 16 20 24 3228

2

4

6

8

40

60

80

20

ft

0

20

40

60

80

100

120

140

160

180

200

220

240

260

280

0

10

20

30

40

50

60

70

80

90

00
11

41
31

   
09

/2
01

5

Performance curves 50Hz

The hydraulic characteristics are guaranteed, according to ISO standard 9906:2012, grade 3B





EH Series 
Pump Section and 

List of Main Components



Ref. N. Description Ref. N. Description
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20.00

30.05

20.05

50.01 50.00 20.06 20.05 20.03 20.04 30.11 30.00 30.10 30.04 30.11

30.0930.09

30.0630.09

40.0240.03 40.00
40.01 20.02

30.05 20.01 30.07 10.00
30.08 30.09 30.01 30.03

30.02

30.07



Ref. N. Description Ref. N. Description
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20.07 20.08 50.03 50.02 50.01 50.00 20.05 20.09
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30.0930.1130.10
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Ref. N. Description Ref. N. Description




