@ovau Ilakove nadoby

PED 97/23/CE

Tlakové nadoby s vyménitelnou membranou
Predhustény tlak 2 bary
Material - Nerezova ocel AlSI 304
Zaruka 5 let
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Série VIM - vertikalni provedeni
A B C i
wace | om0 "5 () | ey :
20 VIM 20 8 470 270 1”7 -10 + 70 °C A4
24 VIM 24 8 377 365 1” -10 + 70 °C f -|
40 VIM 40 8 775 320 1”7 -10 + 70 °C \ |
50 VIM 50 8 790 365 17 -10 + 70 °C ; :
70 VIM 70 8 880 400 17 -10 + 70 °C ‘ |
100 VIM 100 8 920 480 1” -10 + 70 °C | }
200 VIM 200 8 1290 540 1%” | -10 +70°C R
300 VIM 300 8 1390 635 1%” | -10 +70°C 1 j \ [
500 VIM 500 8 1440 790 1%” | -10 +70°C e
750 VIM 750 8 1890 790 2” -10 + 70 °C
1000 VIM 1000 8 1775 930 2” -10 + 70 °C
Série HIM - horizontalni provedeni
A B C i
Model | Objem () M?Q(atr;ak (mm) | (mm) Ptr:;I?)\g |
20 HIM 20 8 270 470 1”7 -10 + 70 °C
40 HIM 40 8 320 613 1” -10 + 70 °C
50 HIM 50 8 365 655 1” -10+70°Cc | A
70 HIM 70 8 400 690 1” -10 + 70 °C
100 HIM 100 8 480 720 17 -10 + 70 °C
200 HIM 200 8 540 1070 1%” | -10+70°C
300 HIM 300 8 635 1180 1%” | 10 +70°C
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