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TABELLA DI CORROSIONE GIRANTI

IMPELLER CORROSION TABLE

NBR

EPDM

CR

NR

VMQ

Nitrile

Epdm

Neoprene

Gomma naturale

Silicone

Nitrile

Epdm

Neoprene rubber

Natural rubber

Silicon

Materiale Material

A

B

C

-

Ottimo

Discreto/Buono

Sconsigliato/Scarso

Variabile

Non disponibile

Excellent

Fair/Good

Not advisable/Poor

Variable

Not available

Caratteristica Characteristic

Le temperature riportate tra parentesi sono da considerarsi come temperature massime di utilizzo. La temperatura di 20° C rappresenta 
all'incirca la temperatura ambiente.
Il termine "Variabile" indica che all'interno della stessa famiglia di polimeri si possono avere comportamenti diversi in funzione del tipo di 
polimero, della concentrazione del prodotto e della temperatura di utilizzo.

Temperatures reported in parentheses must be considered the highest temperatures that can be used.  The temperature of 20° C corresponds to an 
average room temperature.
The term "Variable" means that within the same family of polymers there can be different behaviours according to the kind of polymer, the concentration 
of the product and the temperature at which it is used.

NBR EPDM CR NR VMQProdotto

C
A (55° C)
C (70° C)

C C B (20° C) Acetato di etile

B (20° C)
* (60° C)

A (60-90° C) B (90° C) B (20° C) A (20° C)Aceto

B (20° C) A B (20° C) B (20° C) -Acido Acetico (30%)

A (60° C)
B (90° C)

A (20° C)Acido Borico

C A (90° C) * B (20° C) CAcido Bromico (40%)

B (60° C) A (60° C) * - B (20° C)Acido Cianidrico

A (90° C)
B (100° C)

A A A (20° C) A (20° C)Acido Citrico

C C C * CAcido Cloridrico concentrato

C B (70-90° C)
A (20° C)
C (40° C)

* *Acido Cloroacetico

C B * * *Acido Cromico

C B (60° C) * C (20° C) *Acido Fluoridrico (50%)

C C C C CAcido Fluoridrico concentrato

A (60° C)
B (85° C)

A (20° C)Acido Fluoroborico

* A (90° C) * B (20° C) B (20° C)Acido Formico

C A (80° C) A (40° C) B (65° C) CAcido Fosforico (85%)

A (20° C) A (60° C)
A (20° C)
B (60° C)
C (80° C)

- -Acido Lattico concentrato

C
A (40° C)
C (80° C)

C (40° C) C B (20° C)Acido Nitrico (10%)

- C C C CAcido Nitrico (70%)

B (60° C) A (120° C) B (60° C) B (20° C) B (20° C)Acido Ossalico concentrato

A (70° C) B (20° C) B (20-70° C) B (20° C) CAcido Palmitico

C A (20° C) B (20° C) C CAcido Picrico

B (70° C) B (90° C)
A (20° C)
C (40° C)

B (20° C) CAcido Picrico (10%)

A (20° C)
C (80° C)

B (60-80° C) B (70° C) B (26° C) *Acido Solforico (50%)

A (60° C)
B (90° C)

A (70° C)
B (90° C)

A (20° C)
B (85° C)

A (60° C)
B (80° C)

A (60° C)
B (85° C)

A (20° C)
B (65° C)
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